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EXTREME CANOPY
S1:COMMERCIAL

SPECIFICATION SHEET

Bulk Purchase Canopies

SPECIFICATIONS

Frame Steel

Available Sizes 10'x 10" | 10"x 15" | 10'x 20’

Leg Profile 1.25" x 1.25" x .04" (32mm x 32mm x 1mm)
Truss Bars 1" x.5" x .04" (26mm x 13mm x Tmm)

Main Profile Square

Connectors Nylon

Fabric 420D PVC Coated Polyester 300G
Plain Fabric 16 Colors Available

Printing Screen Printing (Up to 4 Ink Colors)
Features Fire Resistant, Waterproof & UV Resistant

PRINTING AREA
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10ft Roof 15ft Roof
47" x 35" 91" x 35"
(120cm x 90cm) (240cm x 90cm)

10ft Valance

94" x 8"
(240cm x 20cm)

10ft Wall

94" x 35"
(240cm x 90cm)

15ft Valance

141" x 8"
(360cm x 20cm)

15ft Valance

141" x 35"
(360cm x 90cm)

10ft x 20ft

20ft Roof
141" x 35"

(360cm x 90cm)

20ft Valance

188" x 8"
(480cm x 20cm)

20ft Valance

188" x 35"
(480cm x 90cm)

FABRIC COLORS

White, Black, Dark Red, Red, Light Blue, Blue,
Dark Blue, Cream, GrAy, Light Pink, Pink,
Purple,Light Green, Green, Orange, Gray.

SCREEN PRINTING

Screen Printing is the process whereby ink is
forced onto the fabric through a mesh screen.
Screen printing is ideal for simple designs that
are produced in higher quantities. Flat, plain
logos are best for Bulk Promotional Canopies
(1-4 colors). Simple designs with minimal
intricacies will work best for Bulk Printing.

Push Button Connector

Steel Foot Plate

Truss Bars

Nylon Connectors



