)i ARTWORK PMS COLORS BINDING COLOR - roLY ROOF ONLY STANDARD COLOUR RANGES

White Black Blue Navy Blue Light Blue Yellow Green Cola Red

EXI REME CANOI I WHITE POLY CMYK-0000 .CMYK-6316511OO .CMYK-10072018 .CMYK9550352 . CMYK-98241 3 CMYK- 02193 1 .CMYK-9307956 .CMYK-01008513

Pantone - White Pantone -black 6 ¢ Pantone -7686¢ Pantone -2955¢ PMS - 7461 C Pantone-123c¢ Pantone -7727c¢ Pantone -186¢

All artwork is Screen printed on the selected marquee fabric color. Binding - The fabric used to join roof panels together.

Pantone Colors / PMS are to be supplied for printed The color shown in the above box indicates the color Select a standard Extreme Canopy Poly Color. (Custom fabric PMS colors can be manufactured, fees apply)

logos and graphics. of the binding used on your order. Upto FOUR colors can be used for screen printing on the roof & valance. (The fabric color does not count as a printing color, more colors can be printed fees apply)
UPTO four colors can be selected for printing your artwork. Any Standard Color from our range can be selected 10ftx10ft Canopy - One artwork design for all roof panels
10ftx10ft Canopy - One artwork design for all valance panels

. . to complete your order.
While we make every effort to match PMS colors, slight P y A e e , hich h h |
variation in color may occur. Custom colored binding is available, please contact our ATRISS PR U isall IS EOTRIENAUSI AN EIE ST eI U1 EREU:

ROOF & VALANCE PANELS @ Zoom in -I-o VieW your ar-l-work (C.I.r|+eq Ual Sig n) Graphics Coordinator for a quote. The dotted line indicated the‘join’ of screens, finished product will be seamless.

LEFT ROOF PANEL FRONT ROOF PANEL RIGHT ROOF PANEL BACK ROOF PANEL

1482mm 1482mm

SCREEN SIZES SCREEN SIZES ~ > - >

A ROOF 47” W X 35” H (1200mm x 900mm) ” B A ROOF 94" W X 35" H (2400mm x 900mm) : 7777777777777777777777777777777777777777777777777777777777777777777777 A / g A 7777777777777777777777777777777777777777777777777777777777777777777777
VALANCE 94" W X 8" H (2400mm x 200mm) VALANCE 141" W X 8" H (3600mm x 200mm)
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118.30” 175.78” 118.30” 175.78”
(3005mm) (4465mm) (3005mm) (4465mm)
Key Please Note:
Please advise the graphics coordinator if you require color matching to either a Pantone color code or a physical This graphic template is designed at a 10% scale of the final product.
Edge of panel sample. Digital artwork will be output in CMYK color coding. However, any required color matching must be
supplied in the form of a Pantone solid coated number in order to achieve the most accurate print equivalent. Please reference the ‘Bleed’layer to build your artwork and only place your artwork elements within the ‘Design
= = = = = = Stitching line While we make every effort to cross check and swatch-match your Pantone codes, slight variation in color can occur. Layer’ of this document. Rasterized (pixel-based or Photoshop) artwork should be supplied at a minimum 300dpi ° ° o
to suit this template size. f 1 k .I. I I
Please bear in mind that colors displayed digitally on your mobile device or desktop monitor may be calibrated ZO 0 I l l I n o V I ew yo U r a r Wo r r I e q U a S I g n
==mmimim Top of the half wall differently in contrast to the finished product. The Extreme Canopy logo and tag will be printed or sewn on to the valance panels as shown above unless

instructed otherwise to your graphics coordinator.
Every effort is made to match colors between alternate material types and previous orders. Please note that there

can be color variation between PVC material, marquee fabric polyester and banner fabric polyester, as well as COPYRIGHT EXTREME CANOPY 2024

variation between sublimation printing and UV method printing.



